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|:| Change to read as follows |:| Add to read as follows
|:|xx Delete and substitute as follows |:| Delete without substitution

Delete from the third row under USE “and attics served with fixed stairs”.

Change footnote b to read as follows: Attics with limited storage are those having a minimum clear height of greater than 6 feet, are
served by a door or disappearing or permanent stairway, and do not meet the definition of a Habitable attic.

Delete footnote g.

Add a footnote i to read as follows: This live load need not be considered as acting concurrently with any other live load.
Add a reference to footnote i at the end of the text in the first row under USE “Attics without storage”.

REASON AND FISCAL IMPACT

Requiring a 30 psf load for any attic area regardless of size or shape when served by a stairs is a poor idea. Very low/small attics
areas or raised/sloped ceiling areas that are off the main attic area for which the stairs is intended would require the 30 psf load.
The size and shape of the attic area needs to be considered in all cases when determining load.

The new limited storage requirements with the 42” clear height are old BOCA language. They were not in the 2000 or 2003 IRC
even though they had been around for a long time. Indiana used the UBC and never had this requirement. There is no evidence for
a problem with performance for the many years and in the many states that have never had this requirement. There is no evidence
that this language created better performance of roof/ceiling construction in BOCA states.

The current definition for a limited storage attic has been used for a long time with no demonstration of any problem.

The end of footnote g also has a requirement for a minimum 10 psf dead load that this would eliminate. This requirement is in direct
contradiction to R301.4 which states that the “actual weights of materials and construction” are to be used to determine dead loads.
Using the actual weights of materials and construction is how it has always been done in this state and again there is no evidence of
a problem.

Fiscal impact---None
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